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Nová Spirála
Na Výstavišti Basic information

Mailing address:
Výstaviště Praha, a.s.
Areál Výstaviště 67
170 00 Praha 7
Email forelectronicinvoicing: fakturace@navystavisti.cz

Výstaviště 67, Bubeneč, 170 00 Praha 7
CompanyID: 25649329, VAT ID: CZ25649329
Companyisregisteredin theTradecommerceregisterattheMunicipalcourtof
Prague, ID: B-5231. Companyhas beenregisteredon 2ndMarch1998.

Nová Spirála isoperatedby public companyVýstaviště Praha, a.s. whichisdirectly
ownedby theCapitalCity ofPrague.
Invoicing details:
Výstaviště Praha, a.s.,

MultifuntionalvenueNová Spirála has beenbuildin 1959 and has beentransforemed
intotheatrein 1991. In 2024 totalrenovationtookplace. Sincethisrenovationvenue
has Mainhall(maximum capacity800) and Smallhall(maximum capacity300). Both
hallscanbeaccessedby disabledaudience on wheelchairs.

2



Nová Spirála
Na Výstavišti Contacts& navigation

StageManager Filip Sůva
filip.suva@navystavisti.cz
+420 770 312 985

Sound engineer Ondřej Bruna
ondrej.bruna@navystavisti.cz
+420 771 525 154

Light& Videomappingengineer
Martin Adam
martin.adam@navystavisti.cz
+420 771 513 155

Specialpermitfortrucks(over3,5 tonnesor6 tonnes) mightberequiredforentering
theinnerPrague accordingto thismap. Pleaseadviceusatleast 50 daysin advaceto
obtianthispermitwithtruck and trailer registrationplate numbersand EURO 5/6 
c erti f ica te .

Nová Spirála

Use GPS coordinates50°06'31.0"N 14°25'57.9"E oruse thisQR codeforGoogle Maps
navigation:

Afterenteringthroughthegatepleasefollowonsitenavigationto parking lot or
loadingdock.

Venueislocatedin Výstaviště Praha. Entrygateislocatedin Za Elektrárnoustreet.

V2| 7/2024

Loading dock

Entry gate

Parking lot
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Nová Spirála
Na Výstavišti Parking & Loading dock

Loadingdockgoesdirectlyfromoutsidethroughbackstagepremisesto thestageof
Mainhall. Thereare no stairson theway. Limitingdimmensionsofsmallestdooris
2,1m (6 feet10 inches) wideand 2m (6 feet6 inches) high. 
Venueisequippedwithonestandard manuallyoperatedpalletemoverwith1,54m (5
feet) long forks.

Otherequipement(forklift, scissorlift, etc.) canbearrangeduponprior requestat

least 30 daysin advance. 

Nová Spirála

Parking lot

ad v ac e.

There is a adjacent parking lot to the venue. Cars and unloaded trucks to be parked
there. Please, inform us at least 30 days in advanceto reserveparking spots. 

Please inform us about power connection requirement for busses, nightliners, etc. in 

LoadingdockE9
&
Personnel entrance E10

PersonnelentranceE1 

Audience entranceE0
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Nová Spirála
Na Výstavišti MainHall– basics

Mainhallhas totalcapacityof800 seatedaudience includingtworeservedspotsfor

circularstagein themiddleofthehall. Totalseatingstall capacityis312.

Thereare fivegallerieswith488 fixedseats. Highestgalleryflooris+8m (26 feet) 
abovestall floorlevel.

wheelchairs. In stangingsetupthetotalcapacityis690. 

Chairsin stall are removableand theirlayout canbeadjusted. Standard setupis
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Nová Spirála
Na Výstavišti Stage dimmensions – Main Hall

Foursemicircularspacesbetweentablesand outerturntableare fixedin +0m
position. Canberisedwithfixedrisersto +1,2m height.

Stagefloorbears500kgs/m2 whenfixedor250kgs/m2 whenmovingup ordown.

Therea systemofconcentricalstageturntables. Outerwith13,8m diameterand inner
with9m diameter.
Bothturntablescanrotateindependetlyand canberaisedup to 1,2m

controlwhichcanworkwithflybarssystem. 

Thereare threestagetableswithvariableelevation(markedgreen). 
Centre table couldbeelevatedfrom-4,1 up to +1,2m. Sidetablescouldbeelevated

from-3m up to 1,2m.
Turntablesare controlledby computersystemwithprecisionand programmable
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Nová Spirála
Na Výstavišti Rigging – Main Hall

evaluationmightberequiredin case ofnon standard rigging. 

Thereisa flybarsystemon threeconcentricalgirderson whichchainorropehoists
are mounted. Hoistpositionscanbepre-adjustedby movinghoistmotors. Flybar
systemiscomputercontrolledwithprecisioncontroland weightmeasuringsystem. 
Additionalriggingpointsare availableaccordingto prior request. Static and weight

Center point 

Outter circle

Middlecircle

1x chainhoist

6x chainhoist

2x chainhoist
4x ropehoist

400 kgs

400 kgs
250 kgs

Totalheightbetweenbottomofflyspaceto stageflooris12 metres.
Blueprintsin dwgorpdfuponrequest. 

2.000kgs 

Innercircle 1x chainhoist
5x ropehoist

400
kgs
250
kgs
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Nová Spirála
Na Výstavišti LX and SX standard equipment–MainHall

LX a SX equipementusessACN/ DMX 512 (5pin) system.Mapofportsupon
request.Thereare 24 dimmeredchannelson a bridgearoundflyspace. 
Thereare currentlyno dimmeredorswitchedcircuitsin thestage. 
Apartfromstandard equippementlistedrightthereissharedequippementforMain
and Smallhall. Seepage15 formore details. 

MDG AtmosphereATMe ALP GHR 2000 ALP FHR

2000 ALP FHR 1000

ETC Serie2 RobeColourStrobe

ROBE LedBeam350 ROBE T2 Profile ROBE Spiider

Grand MA3 Light ZATRACK SMART

Tracker(availableatGrand MA3)

2 pc

8 pcs

8 pcs

8 pcs
12 pcs
4 pcs

4 pcs

12 pcs

16 pcs

1 pc

10 pcs
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Nová Spirála
Na Výstavišti Immersive sound – Main Hall

Sound design can be done in mono or Mid/Side due to the circular shape of the
auditorium or in LCR in case of non-standard seating.

Mainhallis equipped with d&bAudiotechniksound PA system. Venue is equipped
with DigicoConsoles and DANTE sound distribution. Connectionpointsare in stall 
level (4 points) and in uppergalleries. 

d&baudiotechnik ALi90 3x6 Array

d&baudiotechnik 12S-SUB

d&baudiotechnik 8S surround

d&baudiotechnik 44S frontfills/ delay

DiGiCo Quantum 225

equippementforMainand Smallhall. Seepage15 formore details. 

Monitorssoundmixingcanbedone by spareDiGiCoSD11 console. Pleasenote, that
IEM systemmightbeneccesarydueto circularauditorium withcoveredmonitors
positions. 
Apartfromstandard Mainhallequippementlistedbellowthereisshared

6 pcs

12 pcs

12 pcs

16 pcs

1 pc

DiGiCoDQ rack

DiGiCoDante A168D Stage

1 pc

1 pc
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Nová Spirála
Na Výstavišti Mapping system – Main Hall
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Possibility of connecting your own projection system via six HDMI on stage
from the projectors

PanasonicPT-RQ35 -30,500 ANSI lumens

Lens-ET-D3LEW60

PanasonicPT-RQ35 -30,500ANSI lumens

Lens-ET-D3LEW10

Control system -Pixera ONE

Check-in system –PixeraFOURQUAD

Projection screen smoky gray 751x87 cm

Projection screen smoky gray 817x87 cm

Projection screen gray color 300x200 cm 

8 pcs

8 pcs

2 pcs

2 pcs

2 pcs

4 pcs

4 pcs

Control system

Projection screen

Horizontal Projection

Vertical Projection



Nová Spirála
Na Výstavišti

Small Hall
Stall level (±0m)

Powerconnections

Main Hall
Stall level (±0m)

2x 400V / 63A (5 pin IEC)
1x 400V / 32A (5 pin IEC)

+15m fromstall level (Top dome) 
1x 400V / 63A (5pin IEC)

1x 400V / 63A (5 pin IEC)

+10m fromstall level (lightingbridge)
4x 400V / 63A (5 pin IEC)
4x 400V / 32A (5pin IEC)

Flybridge (+5m)
2x 400V / 63A (5 pin IEC)

+3,7m fromstall level

2x 400V / 63A (5 pin IEC)
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Nová Spirála
Na Výstavišti Small Hall– basics

deep. 

Smallhallprovidestotalvariability. Thereisa movableseatingplatformwithraised
stageswhichcanbeequippedwithseatsornot. Totalseatedcapacityis210. Standing
up to 340. Bothnumbersare dependableon halllayout and stagedimmensions.
Nivtecstagesystemisusedforstagewithtypicaldimmensionsof9m wideand 5m 

Thereare tworigginggirdersalonsidelong sidesthehallwith6 flybars(3 available
forrigging) eachofwhichcanbear500kgs. 

Thesmallhallisequippedwitha d&bAudiotechnicPA system. Thespaceisequipped
witha DigicoQ225 consoleand DANTE soundsystem.
Sounddesign mixingcanbedone in 360 Immersived&bAudiotechnicSoundscapeor
standard LCR.
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Nová Spirála
Na Výstavišti PA & LX&MSdetails-SmallHall

Lens -

Check-in system-ResolumeArena 7

Apartfromstandard Smallhallequippementlistedbellowthereisshared
equippementforMainand Smallhall. Seenextpageformore details. 

1 pc
1 pc

d&baudiotechnik E8

DiGiCo Quantum 225

DiGiCoDQ-Rack

SX & LX

ROBE Cuete

ROBE LedBeam350 FW

ALP FHR 1000

ETC Serie2

Robe Robo Spot + Robe T2 Profile FS

Grand MA3 Command Wing XT

PA and Sound

d&baudiotechnik ALi60 + 1x d&baudiotechnik ALi90Array
d&baudiotechnik V-GSUB
d&baudiotechnik 10S-D

8 pcs

8 pcs

8 pcs

4 pcs

1 pc

1 pc

5 pcs
12 pcs

5 pcs

1 pc

1 pc

Projectionscreen-6,5 x2,8 m

Projector-Panasonic REQ10 BEJ 1 pc

5 pcsET-C1S600
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Nová Spirála
Na Výstavišti SharedLX and Soundequipment

CAMEO ZENIT B 200
Haze Look Unique 2.1

SHOWTEC Blinder4 DMX
ROBE Tetra 1
SHOWTEC ActiveSunStrip
CAMEO FLAT Pro FLOOD 600

d&baudiotechnik M6 monitors

d&baudiotechnik B6-SUB

SENNHEISER 2050 IEM

SENNHEISER EK 2000 IEM

SENNHEISER IE 4

SENNHEISER EM 6000 DAN

SENNHEISER SKM 6000 + SENNHEISER BA 60

8 pcs
8 pcs

12 pcs
16 pcs

8 pcs
2 pcs

16 pcs

2 pcs

4 pcs

8 pcs

8 pcs

8 pcs

8 pcs

D.P.A. 4088
Shure SM58
ShureBeta 87 A
Shure SM57
SENNHEISER e604 -set 6 pcs

SHURE Beta 91A
D.P.A 4099
NEUMANN KM184

SENNHEISER MD421
HP SlimS01-pF2052nc + SmaartSuite
SENNHEISER MKH416 microphones
RADIAL J48 DiBOX
RADIAL J48 Stereo DiBOX
K&M 210/2 microphonestand
K&M 260 + 211 microphonestand
K&M 210/8 microphonestand
K&M 25600 microphonestand
DiGiCoSD11
DiGiCoOrange Box
TASCAM SS-CDR250N
Apple M2 with Q-Lab

16 pcs
8 pcs
4 pcs

16 pcs
1 pc
1 pc

20 pcs
12 pcs

2 pcs
1 pc

2 pcs
10 pcs

6 pcs
16 pcs

2 pcs
16 pcs

4 pcs
1 pc
1 pc

2 pcs
1 pc
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Nová Spirála
Na Výstavišti Venue equipement

NIVTEC

Cablecrosses

2x1m 1x1m
0,5x2m

2x stairssystemup to 1,2m

0,8-1,4m legs
0,4-0,6m legs
0,2m fixed

Adam Hall–Defendermini

90 pcs
62 pcs
29 pcs

20 pcs

110 pcs
30 pcs
20 pcs

Maskingmaybeprovideduponrequest

10x3m blackvelvet8 pcsDrapes

Radiosand Intercommsystem
There is an inhouse intercomm addressable system
connected with one radio channel of inhouse radios

Dance Marley

Stagecoverdesks

TüchlerEVENT –blackcolor
TüchlerEVENT –lightgray(hellbetoncolor)
Bothare designedto coverMainhallstage

FLOMA U800 desks1200x800mm 500 pcs

Motorola DP1400UHF 10 pcs

16



Nová Spirála
Na Výstavišti TV Broadcasts

Thereisa place forTV broadcastvan / trailersattheend ofthepathto thepersonnel
entrance. Powerand commongroundingpoint (commonwithinhousesound
equipement) isavailable. Thereisa coverablecablethrougfromthepowerlockto
theentrancewherecableopeningto thevenueisprepared. 

2x
2x 

Availablepowersocketsat powerlock:

Personell entrance

400V / 32A (5pin IEC)
400V / 16A (5pin IEC)

1x
2x 

All securedby 30mA GFCI breakeras requiredby locallaw.

400V / 125A (5pin IEC)
400V / 63A (5pin IEC)
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Nová Spirála
Na Výstavišti Ticketing

Dueto complexfloorplansofthevenuethereisa sophisticatednavigationsystemin 
use in thevenuewhichmustbeused. 

Venueticketingand accessispoweredby GoOut. Localticketingcompanywhich
operatesin theCzech Republic, Slovakia, Germanyand Polandwithmodernticketing
software. Marketing tools(direct mailing, user tracking& remarketing) are available. 
Skilledpersonnelto validateticketsto beprovidedby venue. 
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Nová Spirála
Na Výstavišti Fireprotectionand audience safety

Any pyrotechnicalequipment, open fire, sparksgenerators, flamethrowers,
pressurizedgasbottles, etc. to bealloweduponwrittenpermit fromSecurity
Manager orNová Spirála Technicaldirector. 
Please, informusatleast 60 daysprior to event forconsultationand obtaining
requiredpermit. 
Thereisaudience safetyprotocolin use. Thisdocumentforbidscertainitemsto be
broughtin to theNová Spirála theatre. Thisprotocolappliesto any promoterin the
theatre.

Firebrigadeorfirewatchisrequiredwhenany part offireprotectionsystemis

disablede.g. foruse ofSX smoke, fire, etc. 
Medicalassistanceisrequiredduringpublic performancesforpromotesby paragraph
2900 of the Civil Code of the Czech Rebublic. Requiredmedicalassistancecanbe
providedby venue. Pleaseinformusatleast 10 daysprior to event forarrangement. 
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Nová Spirála
Na Výstavišti Logo manual

NováSpirálais part of the Výstaviště Praha exhibitioncomplex, so connetedto
Výstaviště´visual style.
Nová Spirála logo accompaniedwithVýstaviště Praha´slogo are requiredto be

presentedatallvisualsprior to use in campaignsorprior to start ticketsdistribution.

Full logotype isas shown:

Venueweb addressmustbepresentedon allvisuals: https://www.novaspirala.cz/

Full logomanualavailableuponrequest. 
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